Operation

Pendant Operation

**EasyCare 3, 5 and 7**
Your Joerns® EasyCare 3, EasyCare 5, or EasyCare 7 bed comes with one of the pendants shown below (Figures 19 through 21).

If you have the EasyCare Plus pendant shown in Figure 21, your pendant will plug into a jack under either side of the seat pan. In this case:
1. Unscrew the cap (Figure 23) and insert the cable plug, with the arrow facing up into the jack (Figure 24).
2. Ensure that the cable plug is fully inserted into the jack (Figure 25).
3. Screw on the cap from the cable to secure cable (Figure 26).

**EasyCare® 9**
1. Your EasyCare 9 bed comes standard with a pendant (Figure 22). The pendant plugs into a jack under either side of the seat pan.
2. Unscrew the cap (Figure 23) and insert the cable plug, with the arrow facing up into the jack (Figure 24).
3. Ensure that the cable plug is fully inserted into the jack (Figure 25).
4. Screw on the cap from the cable to secure cable (Figure 26).
5. The pendant has raised, high-contrast buttons and graphics.

![Figure 21](image1)

**EasyCare Plus Pendant Operation (Figure 21)**

**Head Operation**
1 - Push button to raise Back
2 - Push button to lower Back

**Bed Height Operation**
3 - Push button to raise Bed
4 - Push button to lower Bed

**Knee Operation**
5 - Push button to lower Knee
6 - Push button to raise Knee

![Figure 22](image2)

**Standard Pendant Operation (Figure 22)**

**Head Operation**
1. Push button to raise Back
2. Push button to lower Back

**Bed Height Operation**
3. Push button to raise Bed
4. Push button to lower Bed

**Knee Operation**
5. Push button to raise Knee
6. Push button to lower Knee

![Figure 23](image3)

![Figure 24](image4)

![Figure 25](image5)

![Figure 26](image6)
Staff Control Panel Operation (Optional)

**EasyCare® 3, 5 and 7 (Figure 27)**
The Staff Control Panel allows caregivers to lock out all of the bed functions individually. Caregivers can also operate the bed from this panel without walking to the bed side.
1. To lock out a function, press panel’s “no pendant” (Figure 27: #1, #3 and #5) icon. Illuminated red LED light indicates that the function is now locked out.
2. To unlock a function, press panel’s “pendant” (Figure 27: #2, #4 and #6) icon. Red LED is no longer illuminated, signaling that the pendant can now operate that specific function.

**EasyCare 9 (Figure 28)**
The Staff Control Panel allows the caregivers to operate the bed from the foot panel without walking to the bedside. The caregiver can also individually lock out all functions, both Pendant and Staff Control.
1. To lock out a function, press and hold the “Lock” graphic on the panel and push the function to lock out. Illuminated amber LED indicates that the function is now locked out.
2. To unlock a function, press and hold the “Lock” graphic on the panel and push the function to unlock. Amber LED is no longer illuminated, signaling that the function is now operable.

**Pendant Lockout and Bed Operation**
1. Push button to lock out Back
2. Push button to unlock Back
3. Push button to lock out Knee
4. Push button to unlock Knee
5. Push button to lock out Hi/Lo
6. Push button to unlock Hi/Lo
7. Push button to raise Back
8. Push button to lower Back
9. Push button to raise Knee
10. Push button to lower Knee
11. Push button to raise Bed
12. Push button to lower Bed

**Roll in Low Lock System**

**EasyCare 3 and 5**
1. To keep the bed from rolling when in the lowest position, press down on the locking lever to lock casters (Figure 29).
2. The standard caster set comes with two locking casters placed at opposing corners of bed.

<table>
<thead>
<tr>
<th>Mobile Position</th>
<th>Locked Position</th>
<th>Swivel Casters</th>
</tr>
</thead>
<tbody>
<tr>
<td>Roll in Low Lock System</td>
<td>Low only</td>
<td>Any Height (casters must be locked in Low)</td>
</tr>
</tbody>
</table>
UltraLock System

**EasyCare® 7 and 9**
The Joerns® UltraLock feature provides roll at any height functionality to the EasyCare 7 and EasyCare 9 bed frame.
- The EasyCare 7 and EasyCare 9 beds are equipped with a single UltraLock. The foot end has swivel casters when the UltraLock is engaged and rollers at the head.

1. There are three possible locations with which to operate the UltraLock on each UltraLock assembly (Figure 30).
2. To lock the bed using the UltraLock, place your toe under the pedal and lift upward (Figure 31). The label indicates the locked position by a red symbol (Figure 32).
3. To unlock the UltraLock, place the ball of your foot on any pedal and push down (Figure 33). The label indicates the mobile position by a green symbol (Figure 32).

⚠️ **Warning: Possible Injury.** Before leaving the bed unattended, check that the UltraLock feature is in the locked position. Never leave an unlocked bed unattended.

⚠️ **Warning: Possible Injury.** Check that the UltraLock feature is in the locked position before allowing the resident to enter or exit the bed.

For best practices, the UltraLock feature should be locked at all times, except when the bed is being moved.

**Hi-Lo Speed**

<table>
<thead>
<tr>
<th></th>
<th>EasyCare 3</th>
<th>EasyCare 5</th>
<th>EasyCare 7</th>
<th>EasyCare 9</th>
</tr>
</thead>
<tbody>
<tr>
<td>Unloaded</td>
<td>49 seconds</td>
<td>33 seconds</td>
<td></td>
<td></td>
</tr>
<tr>
<td>With 200lbs</td>
<td>52 seconds</td>
<td>35 seconds</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Tolerance ± 3 seconds